
概要
MAX6012/MAX6021/MAX6025/MAX6030/MAX6041/
MAX6045/MAX6050は小型3ピンSOT23表面実装パッ
ケージの、高精度、低ドロップアウト、マイクロパワー電
圧リファレンスです。これらのデバイスは、歪み補正回路、
レーザトリミング薄型フィルム抵抗という独自の機能を備
え、デバイスは15ppm/℃以下の低い温度係数と0.2%よ
りも優れた初期精度性能を備えています。これらのデバイ
スは、動作温度範囲の広いものも提供できます。

これらの製品はシリーズモードの電圧リファレンスで自己
消費電流はわずか27µA、負荷電流は500µAまでシンク
あるいはソースとすることができます。従来型のシャント
モード(2端子)リファレンスでは消費電流が多いばかりでな
く外部抵抗を必要としていましたが、MAX6012ファミリ
では電流は基本的に電源電圧とは無関係(電源電圧の変動
に対し、僅か0.8µA/Vの変化率)となっており、外部抵抗
は不要となります。さらにこれらのデバイスでは補償回路
が内蔵となっていますので外部補償コンデンサは不要で
あるほか、負荷容量も最大2.2nFと安定しています。補償
コンデンサの外付けが不要なことから、スペースの節減を
重要視するアプリケーションで貴重な回路基板面積が確保
できます。低ドロップアウト電圧、および電源電圧とは無
関係の低消費電流により、バッテリ駆動型の低電圧システ
ムに最適となっています。

アプリケーション
• ハンドヘルド機器
• データ収集システム
• 産業用及びプロセス用制御システム
• バッテリ駆動機器
• ハードディスクドライブ

特長
• 初期精度：0.2%(max)
• 温度係数：15ppm/℃(max)
• 自己消費電流：35µA(max)
• VINに対する消費電流変化率：0.8µA/V
• 出力ソースおよびシンク電流：±500μA
• ドロップアウト：100mV（500µA負荷時）
• 負荷レギュレーション：0.12µV/µA
• ラインレギュレーション：8µV/V
• CLOADで安定：0～2.2nF

ピン配置は、データシートの最後に記載されています。
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選択ガイド
標準動作回路

型番

PART OUTPUT 
VOLTAGE (V) INPUT VOLTAGE (V)

MAX6012 1.247 2.5 to 12.6

MAX6021 2.048 2.5 to 12.6

MAX6025 2.500 (VOUT + 200mV) to 12.6

MAX6030 3.000 (VOUT + 200mV) to 12.6

MAX6041 4.096 (VOUT + 200mV) to 12.6

MAX6045 4.500 (VOUT + 200mV) to 12.6

MAX6050 5.000 (VOUT + 200mV) to 12.6

PART TEMP RANGE PIN-
PACKAGE

TOP
MARK

MAX6012AEUR-T -40°C to +85°C 3 SOT23-3 FZAP

MAX6012BEUR-T -40°C to +85°C 3 SOT23-3 FZDA

MAX6021AEUR-T -40°C to +85°C 3 SOT23-3 FZAU

MAX6021BEUR-T -40°C to +85°C 3 SOT23-3 FZDF

MAX6025AEUR-T -40°C to +85°C 3 SOT23-3 FZAQ

MAX6025BEUR-T -40°C to +85°C 3 SOT23-3 FZDB

MAX6030AEUR-T -40°C to +85°C 3 SOT23-3 FZDW

MAX6030BEUR-T -40°C to +85°C 3 SOT23-3 FZDX

MAX6041AEUR-T -40°C to +85°C 3 SOT23-3 FZAR

MAX6041BEUR-T -40°C to +85°C 3 SOT23-3 FZDC

MAX6045AEUR-T -40°C to +85°C 3 SOT23-3 FZAS

MAX6045BEUR-T -40°C to +85°C 3 SOT23-3 FZDD

MAX6050AEUR-T -40°C to +85°C 3 SOT23-3 FZAT

MAX6050BEUR-T -40°C to +85°C 3 SOT23-3 FZDE

IN

+SUPPLY INPUT (SEE SELECTOR GUIDE) 

OUT REFERENCE 
OUT

2.2nF MAX*

*CAPACITORS ARE OPTIONAL

GND

MAX6012
MAX6021
MAX6025
MAX6030
MAX6041
MAX6045
MAX6050

*

MAX6012/6021/6025/ 
6030/6041/6045/6050

高精度、低電力、低ドロップアウト
3ピンSOT23、電圧リファレンス

本データシートは日本語翻訳であり、相違及び誤りのある可能性があります。設計の際は英語版データシートを参照してください。

価格、納期、発注情報についてはMaxim Direct (0120-551056)にお問い合わせいただくか、Maximのウェブサイト 
(www.maximintegrated.com/jp)をご覧ください。
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(Voltages Referenced to GND)
IN  ........................................................................-0.3V to +13.5V
OUT ............................................................-0.3V to (VIN + 0.3V)
Output Short Circuit to GND or IN (VIN < 6V) ...........Continuous
Output Short Circuit to GND or IN (VIN ≥ 6V) ....................... 60s

Continuous Power Dissipation (TA = +70°C)
 3-Pin SOT23-3 (derate 4.0mW/°C above +70°C) .......320mW
Operating Temperature Range ........................... -40°C to +85°C
Storage Temperature Range ............................ -65°C to +150°C
Lead Temperature (soldering, 10s) .................................+300°C

(VIN = +5V, IOUT = 0, TA = TMIN to TMAX, unless otherwise noted. Typical values are at TA = +25°C.) (Note 1)

Absolute Maximum Ratings

Stresses beyond those listed under “Absolute Maximum Ratings” may cause permanent damage to the device. These are stress ratings only, and functional operation of the device at these 
or any other conditions beyond those indicated in the operational sections of the specifications is not implied. Exposure to absolute maximum rating conditions for extended periods may affect 
device reliability.

Electrical Characteristics—MAX6012

PARAMETER SYMBOL CONDITIONS MIN TYP MAX UNITS

OUTPUT

Output Voltage VOUT TA = +25°C

MAX6012A
1.243 1.247 1.251 V

-0.32 0.32 %

MAX6012B
1.241 1.247 1.253 V

-0.48 0.48 %

Output Voltage Temperature 
Coefficient (Note 2) VOUT

TA = 0°C to +70°C
MAX6012A

6 15

ppm/°C
TA = -40°C to +85°C 6 20

TA = 0°C to +70°C
MAX6012B

6 25

TA = -40°C to +85°C 6 30

Line Regulation ΔVOUT/ 
ΔVIN

2.5V ≤ VIN ≤ 12.6V 8 80 μV/V

Load Regulation ΔVOUT/ 
ΔIOUT

Sourcing: 0 ≤ IOUT ≤ 500μA 0.12 0.50
μV/μA

Sinking: -500μA ≤ IOUT ≤ 0 0.15 0.60

OUT Short-Circuit Current ISC
Short to GND 4

mA
Short to IN 4

Temperature Hysteresis 
(Note 3) 130 ppm

Long-Term Stability ΔVOUT/ 
time 1000hr at TA = +25°C 50 ppm/

1000h

DYNAMIC

Noise Voltage eOUT
f = 0.1Hz to 10Hz 12 μVp-p

f = 10Hz to 10kHz 65 μVRMS

Ripple Rejection ΔVOUT/ 
ΔVIN

VIN = 5V ±100mV, f = 120Hz 86 dB

Turn-On Settling Time tR
To VOUT = 0.1% of final value,  
COUT = 50pF 30 μs

Capacitive-Load Stability Range COUT Note 4 0 2.2 nF

INPUT

Supply Voltage Range VIN Guaranteed by line-regulation test 2.5 12.6 V

Quiescent Supply Current IIN 27 35 μA

Change in Supply Current IIN/VIN 2.5V ≤ VIN ≤ 12.6V 0.8 2.0 μA/V

MAX6012/6021/6025/ 
6030/6041/6045/6050

高精度、低電力、低ドロップアウト
3ピンSOT23、電圧リファレンス
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(VIN = +5V, IOUT = 0, TA = TMIN to TMAX, unless otherwise noted. Typical values are at TA = +25°C.) (Note 1)
Electrical Characteristics—MAX6021

PARAMETER SYMBOL CONDITIONS MIN TYP MAX UNITS

OUTPUT

Output Voltage VOUT TA = +25°C

MAX6021A
2.043 2.048 2.053 V

-0.24 0.24 %

MAX6021B
2.040 2.048 2.056 V

-0.39 0.39 %

Output Voltage Temperature 
Coefficient (Note 2) VOUT

TA = 0°C to +70°C
MAX6021A

6 15

ppm/°C
TA = -40°C to +85°C 6 20

TA = 0°C to +70°C
MAX6021B

6 25

TA = -40°C to +85°C 6 30

Line Regulation ΔVOUT/ 
ΔVIN

2.5V ≤ VIN ≤ 12.6V 10 100 μV/V

Load Regulation ΔVOUT/ 
ΔIOUT

Sourcing: 0 ≤ IOUT ≤ 500μA 0.12 0.55
μV/μA

Sinking: -500μA ≤ IOUT ≤ 0 0.18 0.70

OUT Short-Circuit Current ISC
Short to GND 4

mA
Short to IN 4

Temperature Hysteresis 
(Note 3) 130 ppm

Long-Term Stability ΔVOUT/ 
time 1000hr at TA = +25°C 50 ppm/

1000h

DYNAMIC

Noise Voltage eOUT
f = 0.1Hz to 10Hz 35 μVp-p

f = 10Hz to 10kHz 105 μVRMS

Ripple Rejection ΔVOUT/ 
ΔVIN

VIN = 5V ±100mV, f = 120Hz 84 dB

Turn-On Settling Time tR
To VOUT = 0.1% of final value,  
COUT = 50pF 70 μs

Capacitive-Load Stability Range COUT Note 4 0 2.2 nF

INPUT

Supply Voltage Range VIN Guaranteed by line-regulation test 2.5 12.6 V

Quiescent Supply Current IIN 27 35 μA

Change in Supply Current IIN/VIN 2.5V ≤ VIN ≤ 12.6V 0.8 2.0 μA/V

MAX6012/6021/6025/ 
6030/6041/6045/6050

高精度、低電力、低ドロップアウト
3ピンSOT23、電圧リファレンス
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(VIN = +5V, IOUT = 0, TA = TMIN to TMAX, unless otherwise noted. Typical values are at TA = +25°C.) (Note 1)
Electrical Characteristics—MAX6025

PARAMETER SYMBOL CONDITIONS MIN TYP MAX UNITS

OUTPUT

Output Voltage VOUT TA = +25°C

MAX6025A
2.495 2.500 2.505 V

-0.20 0.20 %

MAX6025B
2.490 2.500 2.510 V

-0.40 0.40 %

Output Voltage Temperature 
Coefficient (Note 2) VOUT

TA = 0°C to +70°C
MAX6025A

6 15

ppm/°C
TA = -40°C to +85°C 6 20

TA = 0°C to +70°C
MAX6025B

6 25

TA = -40°C to +85°C 6 30

Line Regulation ΔVOUT/ 
ΔVIN

(VOUT + 0.2V) ≤ VIN ≤ 12.6V 15 140 μV/V

Load Regulation ΔVOUT/ 
ΔIOUT

Sourcing: 0 ≤ IOUT ≤ 500μA 0.14 0.60
μV/μA

Sinking: -500μA ≤ IOUT ≤ 0 0.18 0.80

Dropout Voltage 
(Note 5)

VIN- 
VOUT

IOUT = 500μA 100 200 mV

OUT Short-Circuit Current ISC
Short to GND 4

mA
Short to IN 4

Temperature Hysteresis 
(Note 3)

ΔVOUT/ 
time 130 ppm

Long-Term Stability ΔVOUT/ 
time 1000hr at TA = +25°C 50 ppm/

1000h

DYNAMIC

Noise Voltage eOUT
f = 0.1Hz to 10Hz 50 μVp-p

f = 10Hz to 10kHz 125 μVRMS

Ripple Rejection ΔVOUT/ 
ΔVIN

VIN = 5V ±100mV, f = 120Hz 82 dB

Turn-On Settling Time tR
To VOUT = 0.1% of final value,  
COUT = 50pF 85 μs

Capacitive-Load Stability Range COUT Note 4 0 2.2 nF

INPUT

Supply Voltage Range VIN Guaranteed by line-regulation test VOUT + 0.2 12.6 V

Quiescent Supply Current IIN 27 35 μA

Change in Supply Current IIN/VIN 2.5V ≤ VIN ≤ 12.6V 0.8 2.0 μA/V

MAX6012/6021/6025/ 
6030/6041/6045/6050

高精度、低電力、低ドロップアウト
3ピンSOT23、電圧リファレンス
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(VIN = +5V, IOUT = 0, TA = TMIN to TMAX, unless otherwise noted. Typical values are at TA = +25°C.) (Note 1)
Electrical Characteristics—MAX6030

PARAMETER SYMBOL CONDITIONS MIN TYP MAX UNITS

OUTPUT

Output Voltage VOUT TA = +25°C

MAX6030A
2.994 3.000 3.006 V

-0.20 0.20 %

MAX6030B
2.988 3.000 3.012 V

-0.40 0.40 %

Output Voltage Temperature 
Coefficient (Note 2) VOUT

TA = 0°C to +70°C
MAX6030A

6 15

ppm/°C
TA = -40°C to +85°C 6 20

TA = 0°C to +70°C
MAX6030B

6 25

TA = -40°C to +85°C 6 30

Line Regulation ΔVOUT/ 
ΔVIN

(VOUT + 0.2V) ≤ VIN ≤ 12.6V 20 150 μV/V

Load Regulation ΔVOUT/ 
ΔIOUT

Sourcing: 0 ≤ IOUT ≤ 500μA 0.14 0.60
μV/μA

Sinking: -500μA ≤ IOUT ≤ 0 0.18 0.80

Dropout Voltage 
(Note 5)

VIN- 
VOUT

IOUT = 500μA 100 200 mV

OUT Short-Circuit Current ISC
Short to GND 4

mA
Short to IN 4

Temperature Hysteresis 
(Note 3) 130 ppm

Long-Term Stability ΔVOUT/ 
time 1000hr at TA = +25°C 50 ppm/

1000h

DYNAMIC

Noise Voltage eOUT
f = 0.1Hz to 10Hz 65 μVp-p

f = 10Hz to 10kHz 150 μVRMS

Ripple Rejection ΔVOUT/ 
ΔVIN

VIN = 5V ±100mV, f = 120Hz 80 dB

Turn-On Settling Time tR
To VOUT = 0.1% of final value,  
COUT = 50pF 100 μs

Capacitive-Load Stability Range COUT Note 4 0 2.2 nF

INPUT

Supply Voltage Range VIN Guaranteed by line-regulation test VOUT + 0.2 12.6 V

Quiescent Supply Current IIN 27 35 μA

Change in Supply Current IIN/VIN 2.5V ≤ VIN ≤ 12.6V 0.8 2.0 μA/V

MAX6012/6021/6025/ 
6030/6041/6045/6050

高精度、低電力、低ドロップアウト
3ピンSOT23、電圧リファレンス
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(VIN = +5V, IOUT = 0, TA = TMIN to TMAX, unless otherwise noted. Typical values are at TA = +25°C.) (Note 1)
Electrical Characteristics—MAX6041

PARAMETER SYMBOL CONDITIONS MIN TYP MAX UNITS

OUTPUT

Output Voltage VOUT TA = +25°C

MAX6041A
4.088 4.096 4.104 V

-0.20 0.20 %

MAX6041B
4.080 4.096 4.112 V

-0.39 0.39 %

Output Voltage Temperature 
Coefficient (Note 2) VOUT

TA = 0°C to +70°C
MAX6041A

6 15

ppm/°C
TA = -40°C to +85°C 6 20

TA = 0°C to +70°C
MAX6041B

6 25

TA = -40°C to +85°C 6 30

Line Regulation ΔVOUT/ 
ΔVIN

(VOUT + 0.2V) ≤ VIN ≤ 12.6V 25 160 μV/V

Load Regulation ΔVOUT/ 
ΔIOUT

Sourcing: 0 ≤ IOUT ≤ 500μA 0.15 0.70
μV/μA

Sinking: -500μA ≤ IOUT ≤ 0 0.20 0.90

Dropout Voltage 
(Note 5)

VIN- 
VOUT

IOUT = 500μA 100 200 mV

OUT Short-Circuit Current ISC
Short to GND 4

mA
Short to IN 4

Temperature Hysteresis 
(Note 3)

ΔVOUT/ 
time 1000hr at TA = +25°C 130 ppm

Long-Term Stability ΔVOUT/ 
time 1000hr at TA = +25°C 50 ppm/

1000h

DYNAMIC

Noise Voltage eOUT
f = 0.1Hz to 10Hz 100 μVp-p

f = 10Hz to 10kHz 200 μVRMS

Ripple Rejection ΔVOUT/ 
ΔVIN

VIN = 5V ±100mV, f = 120Hz 77 dB

Turn-On Settling Time tR
To VOUT = 0.1% of final value,  
COUT = 50pF 160 μs

Capacitive-Load Stability Range COUT Note 4 0 2.2 nF

INPUT

Supply Voltage Range VIN Guaranteed by line-regulation test VOUT + 0.2 12.6 V

Quiescent Supply Current IIN 27 35 μA

Change in Supply Current IIN/VIN 2.5V ≤ VIN ≤ 12.6V 0.8 2.0 μA/V

MAX6012/6021/6025/ 
6030/6041/6045/6050

高精度、低電力、低ドロップアウト
3ピンSOT23、電圧リファレンス
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(VIN = +5V, IOUT = 0, TA = TMIN to TMAX, unless otherwise noted. Typical values are at TA = +25°C.) (Note 1)
Electrical Characteristics—MAX6045

PARAMETER SYMBOL CONDITIONS MIN TYP MAX UNITS

OUTPUT

Output Voltage VOUT TA = +25°C

MAX6045A
4.491 4.500 4.509 V

-0.20 0.20 %

MAX6045B
4.482 4.500 4.518 V

-0.40 0.40 %

Output Voltage Temperature 
Coefficient (Note 2) VOUT

TA = 0°C to +70°C
MAX6045A

6 15

ppm/°C
TA = -40°C to +85°C 6 20

TA = 0°C to +70°C
MAX6045B

6 25

TA = -40°C to +85°C 6 30

Line Regulation ΔVOUT/ 
ΔVIN

(VOUT + 0.2V) ≤ VIN ≤ 12.6V 25 160 μV/V

Load Regulation ΔVOUT/ 
ΔIOUT

Sourcing: 0 ≤ IOUT ≤ 500μA 0.16 0.80
μV/μA

Sinking: -500μA ≤ IOUT ≤ 0 0.22 1.00

Dropout Voltage 
(Note 5)

VIN- 
VOUT

IOUT = 500μA 100 200 mV

OUT Short-Circuit Current ISC
Short to GND 4

mA
Short to IN 4

Temperature Hysteresis 
(Note 3)

ΔVOUT/ 
time 130 ppm

Long-Term Stability ΔVOUT/ 
time 1000hr at TA = +25°C 50 ppm/

1000h

DYNAMIC

Noise Voltage eOUT
f = 0.1Hz to 10Hz 110 μVp-p

f = 10Hz to 10kHz 215 μVRMS

Ripple Rejection ΔVOUT/ 
ΔVIN

VIN = 5V ±100mV, f = 120Hz 76 dB

Turn-On Settling Time tR
To VOUT = 0.1% of final value,  
COUT = 50pF 180 μs

Capacitive-Load Stability Range COUT Note 4 0 2.2 nF

INPUT

Supply Voltage Range VIN Guaranteed by line-regulation test VOUT + 0.2 12.6 V

Quiescent Supply Current IIN 27 35 μA

Change in Supply Current IIN/VIN 2.5V ≤ VIN ≤ 12.6V 0.8 2.0 μA/V

MAX6012/6021/6025/ 
6030/6041/6045/6050

高精度、低電力、低ドロップアウト
3ピンSOT23、電圧リファレンス
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Note 1: All devices are 100% production tested at TA = +25°C and are guaranteed by design for TA = TMIN to TMAX, as specified.
Note 2: Temperature Coefficient is measured by the “box” method, i.e., the maximum ΔVOUT is divided by the maximum Δt.
Note 3: Temperature Hysteresis is defined as the change in +25°C output voltage before and after cycling the device from TMIN to TMAX.
Note 4: Not production tested. Guaranteed by design.
Note 5: Dropout voltage is the minimum input voltage at which VOUT changes ≤0.2% from VOUT at VIN = 5.0V (VIN = 5.5V for MAX6050).

(VIN = +5V, IOUT = 0, TA = TMIN to TMAX, unless otherwise noted. Typical values are at TA = +25°C.) (Note 1)
Electrical Characteristics—MAX6050

PARAMETER SYMBOL CONDITIONS MIN TYP MAX UNITS

OUTPUT

Output Voltage VOUT TA = +25°C

MAX6050A
4.990 5.000 5.010 V

-0.20 0.20 %

MAX6050B
4.980 5.000 5.020 V

-0.40 0.40 %

Output Voltage Temperature 
Coefficient (Note 2) TCVOUT

TA = 0°C to +70°C
MAX6050A

6 15

ppm/°C
TA = -40°C to +85°C 6 20

TA = 0°C to +70°C
MAX6050B

6 25

TA = -40°C to +85°C 6 30

Line Regulation ΔVOUT/ 
ΔVIN

(VOUT + 0.2V) ≤ VIN ≤ 12.6V 25 160 μV/V

Load Regulation ΔVOUT/ 
ΔIOUT

Sourcing: 0 ≤ IOUT ≤ 500μA 0.17 0.85
μV/μA

Sinking: -500μA ≤ IOUT ≤ 0 0.24 1.10

Dropout Voltage 
(Note 5)

VIN- 
VOUT

IOUT = 500μA 100 200 mV

OUT Short-Circuit Current ISC
Short to GND 4

mA
Short to IN 4

Temperature Hysteresis 
(Note 3) 130 ppm

Long-Term Stability ΔVOUT/ 
time 1000hr at TA = +25°C 50 ppm/

1000h

DYNAMIC

Noise Voltage eOUT
f = 0.1Hz to 10Hz 120 μVp-p

f = 10Hz to 10kHz 240 μVRMS

Ripple Rejection ΔVOUT/ 
ΔVIN

VIN = 5V ±100mV, f = 120Hz 72 dB

Turn-On Settling Time tR
To VOUT = 0.1% of final value,  
COUT = 50pF 220 μs

Capacitive-Load Stability Range COUT Note 4 0 2.2 nF

INPUT

Supply Voltage Range VIN Guaranteed by line-regulation test VOUT + 0.2 12.6 V

Quiescent Supply Current IIN 27 35 μA

Change in Supply Current IIN/VIN 2.5V ≤ VIN ≤ 12.6V 0.8 2.0 μA/V

MAX6012/6021/6025/ 
6030/6041/6045/6050

高精度、低電力、低ドロップアウト
3ピンSOT23、電圧リファレンス
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(VIN = +5V for MAX6012/21/25/30/41/45, VIN = +5.5V for MAX6050; IOUT = 0; TA = +25°C; unless otherwise noted.) (Note 6)
標準動作特性
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(VIN = +5V for MAX6012/21/25/30/41/45, VIN = +5.5V for MAX6050; IOUT = 0; TA = +25°C; unless otherwise noted.) (Note 6)
標準動作特性(続き)
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(VIN = +5V for MAX6012/21/25/30/41/45, VIN = +5.5V for MAX6050; IOUT = 0; TA = +25°C; unless otherwise noted.) (Note 6)

Note 6: Many of the Typical Operating Characteristics of the MAX6012 family are
extremely similar. The extremes of these characteristics are found in the
MAX6012 (1.2V output) and the MAX6050 (5.0V output). The Typical
Operating Characteristics of the remainder of the MAX6012 family typically
lie between these two extremes and can be estimated based on their output
voltage.

標準動作特性(続き)
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詳細
MAX6012/MAX6021/MAX6025/MAX6030/MAX6041/
MAX6045/MAX6050は、独自の歪み補正回路、レーザ
トリミング薄型フィルム抵抗を用いた高精度バンドギャップ
リファレンスです。その結果、デバイスは20ppm/℃以下
の低い温度係数と、0.2%よりも優れた初期精度性能を備
えています。これらのデバイスは、200mV以下のドロップ
アウト電圧で500µAまでの電流をシンク及びソースできる
ため、低電圧動作アプリケーションに非常に適しています。

アプリケーション情報

出力/負荷容量
このファミリのデバイスは、周波数安定化のための出力コン
デンサは必要ありません。これらのデバイスは0～2.2nF
までの容量性負荷で安定動作します。しかし、負荷又は電
源のステップ変動が発生するアプリケーションの場合に
は、出力コンデンサを追加するとオーバシュート(またはアン
ダーシュート)を低減され、回路のトランジェント応答性改
善に役立ちます。ほとんどのアプリケーションでは外付け
コンデンサは不要です。したがって回路基板面積の節減が
きわめて重要なアプリケーションにおいてこのファミリは、
大きな利点を提供することができます。

電源電流
これらのシリーズモードリファレンスの自己消費電流は最
大35µAとなっています。この消費電流は電源電圧の変化
による影響を実質的に受けることがなく、電源電圧の変
動に対する消費電流の変動は僅か0.8µA/Vに過ぎません。
シリーズモードのリファレンスとは異なり、シャントモード
のリファレンスは電源に直列抵抗を接続して動作させます。
したがって、シャントモードリファレンスの消費電流は、入
力電圧の関数として変化します。更にシャントモードリファ
レンスは、負荷電流が流れていない場合であっても、最大
負荷電流を考えてバイアスを与える必要があります。負荷
電流は必要に応じて入力電圧から供給することになるの
で、電源電流は無駄に浪費されず、全ての入力電圧範囲に
わたって最大限の効率が達成されます。この改善された効
率によって、電力消費の低減とバッテリの長寿命化が実現
できます。

電源電圧が(ターンオン時のように)入力電圧の最小定格値
よりも低くなると、デバイスの消費電流がその定格値を超
えて200µAまで増加する可能性があります。安定したターン
オン動作を行うためには、入力電圧ソースはこの電流を
供給する能力を備えていなければなりません。

出力電圧ヒステリシス
出力電圧ヒステリシスは、デバイスの全動作温度範囲での
サイクル動作前と後におけるTA = +25℃時の出力電圧変
動です。ヒステリシスは、バンドギャップコアトランジスタ
間で起こるパッケージストレスの差が原因で発生します。
温度ヒステリシスの標準値は130ppmです。

図1. +3Vまたは+5V単一電源から、正/負リファレンス電圧を発生する回路
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ターンオン時間
これらのデバイスの標準的なターンオン及びセトリング時
間は各デバイスによって異なりますが、最終値の0.1%以
内となるのは、30µsから220µsです。デバイスを最小の
ドロップアウト電圧及び最大負荷の条件下で動作させ
ると、ターンオン時間は1.5msまで増加する可能性があり
ます。

正/負の低電力電源リファレンス
図1にバイポーラリファレンス電圧を生成する標準的な方
法を示します。この回路では、MAX681電圧ダブラ/インバー
タチャージポンプコンバータを使用して、ICL7652に電源
を供給しています。この回路によって正/負リファレンス電
圧を生成します。

ピン配置

OUT

1

3 GND

IN MAX6012
MAX6021
MAX6025
MAX6030
MAX6041
MAX6045
MAX6050

SOT23-3

TOP VIEW

2

チップ情報
TRANSISTOR COUNT: 70

MAX6012/6021/6025/ 
6030/6041/6045/6050

高精度、低電力、低ドロップアウト
3ピンSOT23、電圧リファレンス

www.maximintegrated.com/jp Maxim Integrated  │ 13

http://www.maximintegrated.com/jp


パッケージ
最新のパッケージ図面情報およびランドパターン(フットプリント)はwww.maximintegrated.com/jp/packaging を参照してください。なお、パッケージコー
ドに含まれる｢+｣、｢#｣、または｢-｣はRoHS対応状況を表したものでしかありません。パッケージ図面はパッケージそのものに関するもので
RoHS対応状況とは関係がなく、図面によってパッケージコードが異なることがある点を注意してください。
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Maxim Integratedは完全にMaxim Integrated製品に組込まれた回路以外の回路の使用について一切責任を負いかねます。回路特許ライセンスは明言されて
いません。Maxim Integratedは随時予告なく回路及び仕様を変更する権利を留保します。｢Electrical Characteristics (電気的特性)｣の表に示すパラメータ値 
(min、maxの各制限値)は、このデータシートの他の場所で引用している値より優先されます。
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